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MARKET APPLICATIONS 

 
Displays 
Window Decorations 
Window Backlits 
Wall Murals 

 
 

 PRODUCT DESCRIPTION 
 
• 8 mil thickness 
• 100% polyester woven fabric 
• Low-tack, non-permanent adhesive on back side 
• Removable polyester liner 
• Universal coating that is compatible with most water-based 

thermal and piezo printers using dye or pigment inks 
• Designed for use on smooth, flat, clean surfaces such as: 

stainless steel, aluminum, glass, styrene, polycarbonate, 
Plexiglas®, Sintra®, Gatorfoam®, and Fome-Core®. 

 
 
 GENERAL AVAILABILITY 
 
FAB-TAC™ Core Size Part # 
 

36” x 10 feet 2” 69516 
36” x 100 feet 2” 69528 
50” x 100 feet 2” 69532 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 FEATURES & BENEFITS 

 
• Soft textile appearance…with the added benefit of a  

low-tack adhesive backing for easy mounting. 
• Repositionable – can be moved and reapplied 
• Unique ink jet coating allows it to be compatible with 

most aqueous dye or pigment inks. 
• Works for backlit window displays 
• Thin and lightweight 
 
PRINTER COMPATIBILITY 

 
FAB-6 is compatible with H-P DesignJet®, Encad Novajet® 
Pro/Pro-e, ColorSpan Displaymaker®, Epson Stylus®, 
Canon iPF®, and other water-based piezo printers. The 
universal coating can be used wit both dye and pigmented 
inks. Pigmented inks provide a more stable image from light 
fade. GX inks result in premature fade. Non-uniform solid 
colors can occur when printing with Encad GO inks 
 
* For complete Magic® product set, refer to Magic Grand 

Format and Solvent Ink Jet Media Printer Ink Set 
Compatibility Charts @ www.magicinkjet.com 

 
* For additional important product details – including printer 

settings, lamination, surface preparation, finishing and 
mounting guidelines, as well as installation and removal 
techniques – see Application Guide under Tech Support of 
www.magicinkjet.com 

 
* For ICC profile availability, see www.magicinkjet.com 
 
Phone: 1-800-628-8604 
Fax: 1-800-861-4128 
 
Disclaimer: Information presented in this product 
sellsheet is intended to offer a useful reference in selecting 
media for your output. No media warranties are implied 
unless specifically mentioned. Printer and / or ink changes 
may affect results. The most current product information 
may be found at www.magicinkjet.com. 
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